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SECTION A-A

SEAL UPPER PIPE END
AND DAM WITH CONCRETE
AT BOTH SIDES OF TRENCH

SOD THE PIT EDGES
TO PREVENT EROSION
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SECTION B-B

CONSTRUCT EARTH BERMS ON
OUTLET SIDE TO CONTAIN DRIPPAGE
FROM EQUIFMENT IF NEEDED

GENERAL NOTES FOR WATER POLLUTION CONTROL

1. ALL WATER POLLUTION CONTROL DEVICES SHOWN ON P-3 SERIES
STANDARD DRAWINGS SHALL BE USED IN CONJUNCTION WITH THE ITD
CATALOG OF STORM WATER BEST MANAGEMENT PRACTICES (BMP's).

2. SITE DIMENSIONS, PLACEMENT, AND PAYMENT FOR WATER POLLUTION
CONTROL DEVICES SHALL BE AS SET FORTH IN THE PLANS AND
SPECIAL PROVISIONS.

3. THE NEED OF WATER POLLUTION CONTROL DEVICES SHALL BE DETER-
MINED By SITE DESIGN. MODIFICATIONS TO THOSE INSTALLATIONS
SHALL BE APPROVED BY THE ENGINEER.

4. WATER POLLUTION CONTROL DEVICES ARE INTENDED TO FUNCTION AS
LONG AS THE NEED EXISTS.

OF 2 STONE NOTES
1. SEE THE GENERAL NOTES FOR WATER POLLUTION CONTROL.
o, .
ﬁR%fggggcgngE 2. MAINTENANCE AND REPLACEMENT OF THE EQUIPMENT WASHDOWN
. SHALL BE AS NEEDED AND AS GENERAL NOTE NO. 4 REQUIRES.
3. CONSULT THE MATERIALS SECTION FOR IMPERVIOUS MEMBRANE
SPECIFICATIONS PRIOR TO INSTALLATION ON THE EQUIPMENT
WASHDOWN.
GEOTEXTILE - IMPERVIOUS MEMBRANE 4. THE ON-SITE TREATMENT FOR EFFLUENT DISCHARGED THROUGH
ALLAST DETA THE EQUIPMENT WASHDOWN SHALL BE DIRECTED TO A SEDIMENT
BALLAST DETAIL BASIN THEN TO A DIGESTION POND.
5. OFF-SITE TREATMENT OF THE EQUIPMENT WASHDOWN EFFLUENT
MUST MEET THE REQUIREMENTS OF THE WASTE WATER TREATMENT
FACILITY.
A 6. NOT TO SCALE.
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